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Art No. WC0042

Wireless N Internet Camera
Specification:
• Camera/Image:
- Motion-JPEG Image compression
- Single Profile: Output M-JPEG with 1 resolution
- Up to 3 area Motion Detection
- Provides Fixed Focus Lens
- Supports Up to 30 fps Video Frame Rate at VGA and QVGA 10-15fps @HD
- Supports WPS configuration
- Supports up to 16 user account and allow 6 online visitors
- Event Trigger: sending snapshot to E-mail & FTP
- Different user level: Admin/Operator/Guest

• HTTP/Utility:
- Includes easy-to-use Viewer PC utility
- Provide Admin utility, Viewer & WEB browser Management 
- Supports Wireless 802.11b/g/n Standard
- Supports multi-browser on IE/Safari/Firefox/Chrome and Opera
- View multiple cameras simultaneously - Up to 16 at a time
- Manual/Schedule/Cycle snapshot
- Auto sending Video by E-mail and FTP
- Supports iPhone/iPad app
- Firmware Upgradeable
- Supports Windows 2000/XP/Vista/7
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Art No. WC0042

Wireless N Internet Camera
Specification:
Product Entry Level 802.11n Wireless Internet Camera
CPU+RF MIPS, Wireless-n 1T1R
DSP Image Backend IC
Flash 4MB
RAM 32MB
Image Sensor Mega pixel CMOS Sensor
Lens Fixed Focus, F/N 2.8
LAN Port 10/100M UTP Port x 1
Power 5V DC, 1A Power Adaptor
Dimension 80mm x 65mm x 27mm
Temperature 0~40°C
Humidity 10~90% (Non-Condensing)

Package Contents:
• 1 x IP Camera 
• 1 x Power Adapter 
• 1 x Accessory Kit 
• 1 x Cat5e Patch Cable 
• 1 x Quick Installation Guide
• 1 x CD (Driver, Utility + Manual) 

Packaging Information:
• Packing Dimension:  mm
• Packing Weight: kg
• Carton Dimension: mm
• Carton Q'ty: pcs
• Carton Weight: kgs
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